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Abstract

The structural and mechanical property changes of potatoes after the thermic treatment and
during the storage period depend on treatment technology and packaging material type.
Packaging mainly protects potatoes from the influence of direct thermic treatment and
environmental factor effect that can cause potato structural changes.

The aim of research is to study of packaging material influence on structural changes during the
storage period of thermally treated potato strips.

levads

Kartupelu struktirmehanisko TpaSibu izmainas péc termiskas apstrades un uzglabasanas laika ir
atkarigas no apstrades tehnologijas un iepakojama materiala veida. lepakojums kartupelus
galvenokart pasarga no tieSas termiska apstrades rezima ietekmes, ka ari no aréjas vides faktoru
iedarbibas, kas var izraisit struktdras izmainas.

Darba meérkis ir izpétit iepakojuma materiadla ietekmi uz termiski apstradatu kartupelu salminu
struktdras izmainam uzglabasSanas laika.

Metodika

Pétijumi veikti LLU Partikas tehnologijas katedras laboratorijas: lepakojuma materialu Tpasibu
izpétes laboratorija un Mikrobiologijas zinatniskaja laboratorija. Pétljumam izmantoti
polietilena/poliamida iepakojuma un aluminija/polietiléna iepakojuma faséti, un péc to hermétiskas
aizkauséSanas autoklava termiski apstradati kartupelu salmini. Pétijjums veikts sadarbojoties ar
uznémumu SIA ,Paplate Nr.1”, kur veikta paraugu pakoSana un termiska apstrade. Darba analizéti
divi kartupelu paraugu veidi, kuriem ir analogi apstrades rezimi, bet atskirigi iepakojuma materiali.
Abiem paraugiem noteikta mikrostruktira izmantojot mikroskopu , Axioskop 40 Pol” (Zeiss, Vacija)
un datorprogrammu , Axio Vision”. Cietiba noteikta izmantojot iekartu TA. XT. Plus Texture
analyser, Blad set with nife (Stable Microsystems, AK). Datu apkopoSanai un analizei izmantota
programma — Texture exponent 32.

Rezult ati

Analizéjot un salidzinot polietilena/poliamida un aluminija/polietil€na iepakojuma apstradato
kartupelu salminu Sanu mikrostrukttru, nav novérojamas butiskas atskiribas.

Pétot kartupelu salminu cietibu polietiléna/poliamida iepakojuma péc 7 dienu uzglabasanas
cietibas noteikSanai pieliktais spéks Natonos vidéji ir 3,076 N, bet aluminija/polietiléna iepakojuma
pieliktais spéks NdGtonos ir 4,98 N. Savukart péc 58 dienu uzglabasanas paraugam
polietilena/poliamida iepakojuma pieliktais spéks Ndtonos ir 5,27 N, bet paraugam
aluminija/polietiléna iepakojuma pieliktais spéks Natonos ir 3,71 N.

Secin ajumi
1. lepakojuma veids batiski neietekmé Stnu mikrokstruktiru termiskas apstrades laika, jo
abos paraugos cietes KlisterizéSanas ir notikusi vienlidzigi.

2. Atkartoti izmekl€jot paraugus péc 58 dienu uzglabasanas polietilena/poliamida iepakojuma
analizétajam paraugam cietiba ir palielinajusies par 2.19 N, savukart aluminija/polietiléna
iepakojuma analizétajam paraugam cietiba samazinajusies par 1,27 N, tas varétu bat
skaidrojams ar izmantoto iepakojumu materialu barjeripasibam.



